
A) Headphones or amplified 0 -
0 • 0 '·

0 -
0 

Roommates, etc) - Set the 
Connect up headphones or spe,ruc~ers 
stereo connector on the ~upei~:Soruc 

No:n-a:mpit:ifiE!d ro~nk.e1·~ - Set the """'rt·.,,"' 
SJJ{!akers to the stereo 

•n<·""''"''"' stereo patch cable. The 
channel. 

C) External or stil'reo system • Set the 
"n'"'*'i""blocks on L~. Use the included stereo 
cable to connect the card to an 
external (Aux or CD input). The 
jack is the channel. 

Installing your card: 

1. Be mrre the power is off on your HGS Computer and 
:remove the computer rover. 

2. Locate the small rear located 
behind slot #2. Remove 
metal piece cover on. 
cables through the :rear panel openi."lg. 

3. Find a free computer expa,"lsion connector to place the 
board into and gently insert the gold connector edge of the 
board into the connector until firmly seated. Be sure not to 
insert the board backwards. The correct way is with the 
s,,,,,,,,.Rnn\r Expansion Connector side facing towards the 
front of the computer with the header pin sets near the rear. 

4. Find the External Audio Connector located on the 
IIGS motherboard. It's labeled J25 and is situated near 
lower right corner of the board near the External Memory 
Connector J20. Plug in the cable from the card 
into tl:>Js connector. It will only fit one way, so don't use too 

much force. Be sure the connoctor rovers all 7 pins of J25 
(i.e. don't let it hang off on either side). 

7. Recheck all rormecrors and be sure the board is 
inserted in its connector. the computer lid. 

Product News: 

We have an audio exipru1s1im 

stereo card. It's the 1:>'upe1·:Sonk •.ni~'°'""'' 
SuperSonic Digitizer you to 
into the sound chip located the Apple HGS. 
Once digitized, sounds can be edited, stored, and 
replayed through the SuperSonic stereo card. Professions.I 
sound editing soft.ware is included. Contact us for more 
information. 

The stereo card is designed to operate with any 
~mftware written to address stereo through the built in 

sound chip. Sounds from other programs not 
written stereo should still through one channel, but 

can't guarantee it wm 

The volume level for the 11tudio output is not controlled by 
the but the software that is running. Please 

ULHorn.LHJll' ifiStructfonS YOUl' 

have 1u1y problems with the SuperSonic that cannot 
answered your local MDiderui dealer, please contact 

our technical support staff either by mail or phone 

1'1'.LU.<<Ut::"1•>'j Inc. 
ll63Trlton 

CA 9i404 

Phone: (415) 573-0580 

Manual by Mark Bain 

©i986, 1987 by MDideas, Inc. 

and SuperSonic Digitizerrn are trademarks 
~'"~'c"'=~, Inc. 

Apple® and the are registered trademarks of 
Apple Computer, Inc. 

Limited Warranty on SuperSonic 

MDideas, Inc ("MDI") warrants the Mnl'.11'\r·:-;omc 

defects in materials and workmanship a 
YEAR from the date of mdglnal retail purc.l;ase. 

pu:rcha5€:d it or All 
direct returns to must be accompanied with a Return 
Merchandise Authorization (Rl'.iA) number. Please attach 
your name, address, telephone number, a of th.e 
un1m1c,m. the RMA#, and a copy of the bill bearing 

anor(m1·fat.e MDI serial numbers as proof of date of 

94404. 

rm,.ct'"'"'"· to each product returned to 
You can obtain additional inforrnation 

directly at 1163 Trition Drive, Foster City, CA 

Tills warranty dooll not lithe has been 
arunaig-ea by accident, abuse, misuse or misapplication, 
has been modified without the written permission of MDI, 
or any .MDI serial number has been removed or defaced. 

ALL IMPLIED WARRANTIES, INCLUDING IMPLIED 
WARRANTIES OF MERCHANTABILITY AND 
FITNF..SS FOR A PARTICULAR PURPOSE, AUE 
LIMITED IN DURATION TO ONE YEAR FROM THE 
DATE OF THE ORIGINAL RETAIL PURCHASE OF 
THIS PRODUCT. 

THEW ARRANTY AND REMEDIES SET FORTH 
ABOVE ARE EXCLUSIVE AND IN LIEU OF ALL 
OTHERS, ORAL OR WRITIEN, EXPRESS OR 
IMPLIED. No MDI dealer, agent, or employee is 
authorized to make any modification, extension, o:r 
addition to this warranty. 

MDI IS NOT RESPONSIBLE FOR SPECIAL, 
INCIDEl\TTAL, OR CONSEQUENTIAL DAMAGES 
RESULTING FROM ANY BREACH OF WARRA...NTY, 
OR UNDER ANY LEGAL THEORY, INCLUDING LOST 
PROFITS, DOWNTIME, GOODWILL, DA.MAGE TO OR 
REPLACEMENT OF EQUIPMENT AND PROPERTY, 
A.ND ANY COSTS OF RECOVERING, 
REPROGRAMMING OR REPRODUCING ANY 
PROGRAM OR DATA STORED IN OR USED 'WITH MDI 
PRODUCTS. 

Some states do not allow exclusion or limitation of implied 
warranties or liability for incidental or consequential 
damages, so the above limitation or exclusion may not 
apply to you. This warranty gives you specific legal 
rights, and you may also have other rights which vary 
from state to state. 

An external expansion connector is available to 
attach optional sound and professional 
sound boa:rds'to the without taking 
up another 

SumerSr:miic stereo card works with any 
nnr•m><,.,~ multi-channel sound 

sound in the 

l. Remove the SuperSonic card from its protective bag and 
it on a table with the on top as shown in 

connector should be located on 
left side of the card. Since the card is 

sensitive to static electricity, try to handle the card only by 
the board 

2. Now you need to set the output level shorting blocks to the 
correct level for your Looking at 
the board as in Figure 1, locate in upper corner two 
6-pin header sets with shorting blocks By 
placing the blocks on either LN, HI, or LO, you 
select the output level of the stereo connector. 



SuperSonic 
Expansion 
Connector 

SuperSonic 

by MD!deas 

LN=Une level Hl=High level LO=Low level 

L H L 
NI 0 

Apple !!GS computer slot edge connector 

L H L 
NIO 

Header pin sets 
with jumper blocks 
on LO level pins 

Stereo Output Connector 

Figure 1 

Music Construction Set® 
demo for the 

SuperSonic TM stereo card 

The Music Construction Set demo is from Electronic Arts® 
and demonstrates the stereo sound capability of the 
HGS computer. Music composition and editing features 
are not implemented in this demo version. The fully 
functioning program is available now from Electonic Arts 
at (800) 448-8822. 

Equipment needed: 

Apple IIGS Computer 
3.5" Disk Drive 
SuperSonic stereo card 
Pair of stereo speakers (Bose Roommates) or 

an external stereo amplifier with speakers 
Music Construction Set demo disk 

Getting started: 

1. Make sure you have an Apple ncs INith a Supersonic 
stereo card. Attach the stereo outputs of the SuperSonic to a 
pair of speakers or to a stereo system To connect your 
SuperSonic stereo card, please refer to the 'SuperSonic 
Installation Instructions'. 

2. Insert the demo disk and turn on the computer. The 
computer will take approx. 30 seconds to boot up and begin 
playing its selection of songs. 

3. The demo will cycle through several songs and then 
begin again. If you hit a key, the demo will start again at 
the beginning. To stop the demo, you need to reset the 
machine (Control, Open Apple, Reset). 

Notes: 

a) This disk is not copy-protected, so please make copies 
and use them instead of the master disk. 

b) If sounds from the internal speaker interfere with the 
stereo speakers, turn down the system volume control to its 
minimum setting. ThJs is accessed through the Control 
Panel (Open Apple, Control, Esc). 

c) Look for more music software to come from 
Activision®, Broderbund®, Electronic Arts®, Great Wave 
Software®, and others .... 


